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ENGINEERED BACKFEILL MATERIAL: RECOMMENDED PARTICLE SIZE GRADING FOR BACKFILL MATERIAL:
1. THE DESIGN OF THIS STRUCTURE RELIES ON SOIL
PROPERTIES PROVIDED BY THE FOLLOWING MATERIALS.
COMPACTED TO 95% OF THE MAXIMUM DRY DENSITY FOR SELECT FILL GRADING REQUIREMENTS
STANDARD COMPACTION IN ACCORDANCE WITH AS1289.5.1.1
o 2. APPROVED MATERIAL SHALL CONFORM TO THE FOLLOWING
o TABLE: SIEVE APERTURE MASS OF SAMPLE
mm PASSING*x 9%
ol TYPE UNIFIED SOIL 5.0 100
CLASSIFICATION SYMBOL 70 >0-100
2.36 30-100
WELL GRADED GRAVEL u " e
OR SANDY GRAVEL : -
0.075 0-25
POORLY GRADED GRAVEL -
OR SANDY GRAVEL « DETERMINED IN ACCORDANCE WITH AS 1289.3.6."
WELL GRADED SAND -
OR GRAVELLY SAND CONCRETE:
SOORLY GRADED SAND N 1. COMPRESSIVE STRENGTH OF CONCRETE AT 28 DAYS SHALL BE
OR GRAVELLY SAND 32MPa.
3. INSITU SOIL SURROUNDING THE PRECAST ANCHOR BLOCK AND NOTES:
BACKFILL MATERIAL ADJACENT TO THE ANCHOR BLOCK SHALL 1. ALL MEASUREMENTS ARE IN mm UNLESS STATED
COMPLY WITH THESE UNIFIED SOIL CLASSIFICATIONS. SELECT FILL OTHERWISE.
AND INSITU MATERIAL SHALL HAVE A MAXIMUM LINEAR
SHRINKAGE DETERMINED IN ACCORDANCE WITH AS 1289.3.4.1 OF
8 PERCENT.
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